
DJ Series Storage Chokes offer high storage capacity in a
compact, low cost design.  Used primarily in switched-mode
power supplies where low losses are essential at high pulse
frequencies.

DJ Series    •    Low Cost Linear Storage Chokes

Features
• High storage capacity (to 5000µJoules) in compact size
• Low losses at high pulse frequencies
• Operating frequency to 100KHz
• Low leakage
• Small mounting area due to vertical design
• Competitive pricing due to high volume production
• Manufactured in an ISO 9001:2015 and

ISO 14001:2015 certified Talema facility
• Fully RoHS & REACH Compliant
Electrical Specifications @25°C
Test frequency: Inductance measured @10KHz / 0.10Vrms
Test voltage between windings: 500Vrms
Operating temperature:  -40°C to +125°C
Climatic category:  IEC68-1  40/125/56

Notes:  The µJoule rating (½LI)² is the ability of the inductor to store energy.

rebmuNtraP noitcennoC I CD
spmA

.pyT)Hµ(L
tnerrucdetar@

LO )Hµ(
%51±

daolon

RCD
)mhOm(

.xaM

ygrenE.niM
egarotS
)eluoJµ(

eriW
Ø
mm

citamehcS
thgieW

rep
eceiP

005-JD seireS 5.1 273 006 212 914 65.0 1 81
lellaraP 0.3 39 051 35 914 65.0 1 81

105-JD seireS 0.2 822 863 231 654 36.0 1 81
lellaraP 0.4 75 29 33 654 36.0 1 81

205-JD seireS 5.2 041 422 08 134 17.0 1 81
lellaraP 0.5 53 65 02 134 17.0 1 81

305-JD seireS 0.3 001 461 25 654 08.0 1 81
lellaraP 0.6 52 14 31 654 08.0 1 81

405-JD seireS 6.4 44 27 42 774 00.1 1 91
lellaraP 2.9 11 81 6 774 00.1 1 91

0051-JD seireS 0.2 257 824,1 081 105,1 08.0 1 65
lellaraP 0.4 881 753 54 105,1 08.0 1 65

1051JD seireS 5.2 864 298 421 564,1 58.0 1 45
lellaraP 0.5 711 322 13 564,1 58.0 1 45

2051-JD seireS 0.3 823 426 67 774,1 00.1 1 75
lellaraP 0.6 28 651 91 774,1 00.1 1 75

3051-JD seireS 0.4 881 653 44 105,1 21.1 1 65
lellaraP 0.8 74 98 11 105,1 21.1 1 65

4051-JD seireS 0.6 08 841 02 604,1 00.1 2 65
lellaraP 0.21 02 73 5 604,1 00.1 2 65

5051-JD seireS 5.7 84 69 21 604,1 21.1 2 65
lellaraP 0.51 21 42 3 604,1 21.1 2 65

0052-JD seireS 8.2 826 292,1 671 854,2 08.0 1 36
lellaraP 6.5 751 323 44 854,2 08.0 1 36

1052-JD seireS 5.3 404 238 211 284,2 09.0 1 36
lellaraP 0.7 101 802 82 284,2 09.0 1 36

2052-JD seireS 5.4 842 805 27 994,2 0.1 1 36
lellaraP 0.9 26 721 81 994,2 00.1 1 36

3052-JD seireS 0.6 041 482 04 994,2 21.1 1 36
lellaraP 0.21 53 17 01 994,2 21.1 1 36

4052-JD seireS 5.8 86 441 02 715,2 00.1 2 36
lellaraP 0.71 71 63 5 715,2 00.1 2 36

5052-JD seireS 5.01 84 69 21 406,2 21.1 2 46
lellaraP 0.12 21 42 3 406,2 21.1 2 46
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DJA Series    •    High Capacity Linear Storage Chokes

The DJA Series utilizes Fe-based amorphous alloy cores which provide high flux density and low core loss.  These storage chokes allow you
to optimize your designs by giving a highly stable inductance over a wide DC bias current range at operating frequencies to 500KHz.

Dimensions

                    Schematic 1           Schematic 1          Schematic 2
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0053-AJD seireS 3.3 426 087 821 293,3 08.0 1 33
lellaraP 6.6 651 591 23 293,3 08.0 1 33

1053-AJD seireS 0.4 024 425 29 553,3 58.0 1 33
lellaraP 0.8 501 131 32 553,3 58.0 1 33

2053-AJD seireS 3.5 632 692 84 413,3 00.1 1 33
lellaraP 6.01 95 47 21 413,3 00.1 1 33

3053-AJD seireS 7.6 841 481 23 913,3 21.1 1 33
lellaraP 4.31 73 64 8 913,3 21.1 1 33

4053-AJD seireS 8.9 86 88 61 423,3 59.0 2 33
lellaraP 6.91 71 22 4 423,3 59.0 2 33

5053-AJD seireS 6.11 05 26 21 533,3 60.1 2 33
lellaraP 2.32 5.21 5.51 3 533,3 60.1 2 33

0005-AJD seireS 0.4 636 297 421 970,5 58.0 1 44
lellaraP 0.8 951 891 13 970,5 58.0 1 44

1005-AJD seireS 0.5 804 805 08 970,5 59.0 1 44
lellaraP 0.01 201 721 02 970,5 59.0 1 44

2005-AJD seireS 4.6 842 213 44 970,5 21.1 1 44
lellaraP 8.21 26 87 11 970,5 21.1 1 44

3005-AJD seireS 4.8 441 081 62 450,5 09.0 2 44
lellaraP 8.61 63 54 5.6 450,5 09.0 2 44

4005-AJD seireS 3.21 86 48 21 370,5 60.1 2 44
lellaraP 6.42 71 12 3 370,5 60.1 2 44

5005-AJD seireS 5.41 84 06 01 740,5 21.1 2 44
lellaraP 0.92 21 51 5.2 740,5 21.1 2 44

                   500 µWs 1500, 2500, 3500 & 5000 µWs

Storage capacity  ½ LI ²    3500 & 5000 µWs (µ Joule)~~
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Dimensional Tolerance - Inches  ± 0.010  (mm ±0.25)
Pin Pitch Tolerance:  Inches ± 0.008 (mm ± 0.20mm)
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Regional  Locations  -  Design, Manufacturing, Sales & Marketing
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Administrative Office
Talema Electronic India Private Limited
Door No. 221, 1st and 2nd Floor
KJ Plaza, Opp.to Vidya Mandir School
Meyanoor Main Road
Salem - 636 004 Tamil Nadu INDIA
Tel: +91 427 - 243 3100
Fax: +91 427 - 243 3109
E-Mail: talema@talemaindia.net
Web: www.talema.com

Talema Group, LLC
PO  Box  935
900 Innovation Drive
Suite 120, Rolla
Missouri 65402
Tel: +1 573-303-3675
E-Mail:
sales@talemagroup.com
Web: www.talema.com

Talema Group Regional Offices

Czech Republic
(Design, Manufacturing, Sales & Marketing)

NT Magnetics s.r.o.
Chebská 27
322 00 Plzeñ
Tel: +420 377 - 338 351
Fax: +420 377 - 338 350
E-Mail: talema@talema.cz
Web: www.ntmagnetics.cz

Germany
(Design, Sales & Marketing)

Talema Elektronik GmbH
Sembdnerstr. 5
82110 Germering
Tel: +49 89 - 841 00 - 0
Fax: +49 89 - 841 00 25
E-Mail: info@talema.de
Web: www.talema.com

Ireland
(Design, Sales & Marketing)

Nuvotem TEO
Units W & X, Gweedore Business Park
Derrybeg, Letterkenny, Co. Donegal
Tel: +353 (0) 74 95 48666
Fax: +353 (0) 74 95 48139
E-Mail: info@nuvotem.com
Web: www.nuvotem.com

Europe

Asia
                            India
(Design, Manufacturing, Sales & Marketing)

Factory Premises
Talema Electronic India Private Limited
Plot Nos. 30, 31 Electrical and Electronic
Industrial Estate
Suramangalam
Salem - 636 005 Tamil Nadu INDIA
Tel: +91 427 - 243 3000
E-Mail: talema@talemaindia.net
Web: www.talema.com

North America
United States
(Sales & Marketing)

Locations of Talema Group Regional Offices


