
MJM Series    •    E1 / T1 / PRI / CEPT Dual Transformer Modules

 Features
• SMD design ideal for pick and place compatability while

providing unrivaled coplanarity
• Controlled parameters ensure full compliance with

ITU-T G.703 when matched with recommended IC
• Ideal for all 1.544 and 2.048 Mbs interface applications
• Manufactured in an ISO 9001:2015 and

ISO 14001:2015 certified Talema facility
• Extended operating temperature: -40° to +85°C
• Fully RoHS & REACH Compliant and meets
     lead free reflow level J-STD-020F

Electrical Specifications @ 25°C
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010-MJM :tc1 tc14.1 2.1 14.0 85.0 41-51-61 3-2-1 :tc1 tc14.1 2.1 14.0 85.0 9-01-11 8-7-6 A

310-MJM :tc1 tc51.1 2.1 93.0 44.0 3-2-1 41-51-61 :tc1 tc51.1 2.1 93.0 44.0 8-7-6 9-01-11 A

610-MJM :tc1 tc2 2.1 93.0 77.0 8-7-6 9-01-11 :tc1 tc3.2 2.1 93.0 88.0 41-51-61 3-2-1 A

710-MJM :tc1 tc2 2.1 93.0 77.0 41-51-61 3-2-1 :tc1 tc2 2.1 93.0 77.0 8-7-6 9-01-11 A

810-MJM :tc1 tc1 2.1 93.0 83.0 41-51-61 3-2-1 :tc1 tc2 2.1 93.0 77.0 8-7-6 9-01-11 A

910-MJM :1 tc51.1 2.1 93.0 44.0 41--61 3-2-1 :tc1 tc2 2.1 93.0 77.0 8-7-6 9-01-11 B

120-MJM :tc1 tc14.1 2.1 14.0 85.0 3-2-1 41-51-61 :tc1 tc14.1 2.1 14.0 85.0 9-01-11 8-7-6 A

220-MJM :tc1 tc1 0.1 93.0 93.0 9-01-11 8-7-6 tc1 tc4.2: 0.1 14.0 09.0 3-2-1 41-51-61 A

320-MJM :1 tc1 2.1 93.0 93.0 41-61 3-2-1 :1 tc1 2.1 93.0 93.0 8-6 9-01-11 C

420-MJM :tc1 tc1 0.1 93.0 93.0 8-7-6 9-01-11 :tc1 tc76.1 0.1 93.0 66.0 41-51-61 3-2-1 A

520-MJM :1 62.1/1 2.1 93.0 84.0 41-61 3-2-1 :tc1 tc2 2.1 93.0 77.0 8-7-6 9-01-11 B

620-MJM :tc1 tc1 2.1 93.0 93.0 41-51-61 3-2-1 :tc1 tc5.1 2.1 93.0 85.0 8-7-6 9-01-11 A

720-MJM :1 tc2 6.1 14.0 38.0 41-61 3-2-1 :2 1 6.1 14.0 12.0 8-6 9-11 D

820-MJM :tc1 tc2 2.1 93.0 77.0 41-51-61 3-2-1 1 tc63.1: 2.1 93.0 25.0 8-6 9-01-11 E

920-MJM :1 tc24.2 2.1 93.0 49.0 41-61 3-2-1 1 tc24.2: 2.1 93.0 49.0 8-6 9-01-11 C

030-MJM :2 1:1 2.1 64.0 62.0 41-61 4-3,2-1 :2 1:1 2.1 64.0 62.0 9-11 8-7,6-5 F

130-MJM tc2 62.1/1: 5.1 14.0 25.0 3-2-1 41-51-61 tc2 62.1/1: 5.1 14.0 25.0 9--01-11 8-7-6 A

230-MJM :1 24.2 2.1 93.0 49.0 41-61 3-2-1 :1 tc1 2.1 93.0 93.0 8-6 9-01-11 C

*330-MJM :1 4.2/9.1 0.1 14.0 49.0 41-51-61 3-2-1 :97.0 1/9.1 0.1 04.0 57.0 8-7-6 9-01-11 A

430-MJM tc1 tc5.1: 5.1 14.0 26.0 3-2-1 41-51-61 tc1 tc5.1: 5.1 14.0 26.0 8-7-6 9-01-11 A

530-MJM :tc1 tc1 2.1 93.0 93.0 8-7-6 9-01-11 :tc1 tc63.1 2.1 93.0 25.0 3-2-1 41-51-61 A

630-MJM sc2 2/75.1: 5.1 14.0 28.0 2-1 -- sc2 2/75.1: 5.1 14.0 28.0 6-5 -- G

730-MJM tc1 tc1: 2.1 93.0 93.0 41-51-61 3-2-1 tc1 tc63.1: 2.1 93.0 35.0 8-7-6 9-01-11 A

830-MJM :tc1 tc24.2 2.1 93.0 49.0 3-2-1 41-51-61 :tc1 tc24.2 2.1 93.0 49.0 8-7-6 9-01-11 A

930-MJM :1 4.2/2 0.1 93.0 49.0 3-1 41-51-61 1 1/97.0: 0.1 93.0 93.0 8-6 9-01-11 H

040-MJM :tc1 tc4.2 2.1 93.0 49.0 3-2-1 41-51-61 tc1 tc4.2: 2.1 93.0 49.0 8-7-6 9-01-11 A

140-MJM 1 tc2: 2.1 93.0 77.0 3-1 41-51-61 1 sc2: 2.1 93.0 77.0 9-11 8-7,6-5 J

240-MJM 1 tc63.1: 2.1 93.0 35.0 41-61 3-2-1 1 tc2: 2.1 93.0 77.0 8-6 9-01-11 C

340-MJM tc1 tc2: 2.1 93.0 77.0 3-2-1 41-51-61 tc1 tc2: 2.1 93.0 77.0 8-7-6 9-01-11 A

440-MJM tc1 tc2: 2.1 93.0 77.0 3-2-1 41-51-61 1 1: 2.1 93.0 93.0 8-6 9-11 K

540-MJM tc1 tc2: 2.1 93.0 77.0 3-2-1 41-51-61 tc1 tc24.2: 2.1 93.0 59.0 8-7-6 9-01-11 A

640-MJM tc1 tc1: 2.1 93.0 93.0 3-2-1 41-51-61 tc1 tc1: 2.1 93.0 93.0 8-7-6 9-01-11 A

740-MJM tc1 tc62.1: 2.1 93.0 05.0 3-2-1 41-51-61 tc1 tc62.1: 2.1 93.0 05.0 8-7-6 9-01-11 A

840-MJM tc1 8.0:1: 2.1 93.0 93.0 41-51-61 4-3,2-1 tc1 8.0:1: 2.1 93.0 93.0 9-01-11 8-7,6-5 G

940-MJM tc1 2:85.1: 2.1 93.0 08.0 4-3-2 31-41,51-61 1 2:56.1: 2.1 93.0 08.0 7-6 9-01,11-21 L

050-MJM tc1 1:1: 2.1 93.0 93.0 41-51-61 4-3,2-1 tc1 1:1: 2.1 93.0 93.0 9-01-11 8-7,6-5 G

150-MJM tc4.2:tc1 2.1 93.0 49.0 3-2-1 41-51-61 tc1:tc1 2.1 93.0 93.0 8-7-6 9-01-11 A

1:97.0=01-11:8-6sniP,9.1:97.0=11-9:8-6sniP;4.2:1=3-1:41-61sniP,9.1:1=2-1:41-61sniP:oitaRsnruT330-MJM*
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• Test Frequency: No load Inductance @ 10KHz/20mV
• Minimum isolation voltage between Pri to Sec 1500Vrms



MJM Dimensions

Dimensions: Inches (Millimeters)
Tolerance: ±0.010 (0.25) unless specified otherwise
Surface Coplanarity will be 0.004 (0.10) maximum

Packing  Method: Tape and Reel; Qty/Reel: 600 Pcs
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Regional  Locations  -  Design, Manufacturing, Sales & Marketing

Administrative Office
Talema Electronic India Private Limited
Door No. 221, 1st and 2nd Floor
KJ Plaza, Opp.to Vidya Mandir School
Meyanoor Main Road
Salem - 636 004 Tamil Nadu INDIA
Tel: +91 427 - 243 3100
Fax: +91 427 - 243 3109
E-Mail: talema@talemaindia.net
Web: www.talema.com

Talema Group, LLC
PO  Box  935
900 Innovation Drive
Suite 120, Rolla
Missouri 65402
Tel: +1 573-303-3675
E-Mail:
sales@talemagroup.com
Web: www.talema.com

Talema Group Regional Offices

Czech Republic
(Design, Manufacturing, Sales & Marketing)

NT Magnetics s.r.o.
Chebská 27
322 00 Plzeñ
Tel: +420 377 - 338 351
Fax: +420 377 - 338 350
E-Mail: talema@talema.cz
Web: www.ntmagnetics.cz

Germany
(Design, Sales & Marketing)

Talema Elektronik GmbH
Sembdnerstr. 5
82110 Germering
Tel: +49 89 - 841 00 - 0
Fax: +49 89 - 841 00 25
E-Mail: info@talema.de
Web: www.talema.com

Ireland
(Design, Sales & Marketing)

Nuvotem TEO
Units W & X, Gweedore Business Park
Derrybeg, Letterkenny, Co. Donegal
Tel: +353 (0) 74 95 48666
Fax: +353 (0) 74 95 48139
E-Mail: info@nuvotem.com
Web: www.nuvotem.com

Europe

Asia
                            India
(Design, Manufacturing, Sales & Marketing)

Factory Premises
Talema Electronic India Private Limited
Plot Nos. 30, 31 Electrical and Electronic
Industrial Estate
Suramangalam
Salem - 636 005 Tamil Nadu INDIA
Tel: +91 427 - 243 3000
E-Mail: talema@talemaindia.net
Web: www.talema.com

North America
United States
(Sales & Marketing)

Locations of Talema Group Regional Offices


