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F V O F V
22-36.0-__AS

36.0

22 32 59 4 1 8x21 71 02 553.0 06.0 08.0
33-36.0-__AS 33 53 811 7 1 8x21 71 02 553.0 06.0 08.0
74-36.0-__AS 74 94 141 01 1 9x31 71 02 553.0 06.0 08.0
86-36.0-__AS 86 07 761 31 1 9x31 71 02 553.0 06.0 08.0

001-36.0-__AS 001 501 602 02 1 9x31 71 02 553.0 06.0 08.0
051-36.0-__AS 051 751 672 92 1 9x31 71 02 533.0 06.0 08.0
022-36.0-__AS 022 842 843 44 1 9x41 71 02 533.0 06.0 08.0
033-36.0-__AS 033 983 634 56 1 9x41 71 02 533.0 06.0 08.0
074-36.0-__AS 074 084 124 29 1 8x61 22 02 533.0 06.0 08.0
086-36.0-__AS 086 827 915 631 1 9x71 22 52 533.0 06.0 08.0

0001-36.0-__AS 0001 5011 936 791 1 9x71 22 52 533.0 06.0 08.0
0051-36.0-__AS 0051 3251 108 992 1 8x22 92 03 533.0 06.0 08.0
0022-36.0-__AS 0022 9422 479 734 1 9x32 92 03 533.0 06.0 08.0
0033-36.0-__AS 0033 4153 7121 556 1 01x42 92 03 533.0 06.0 08.0
0074-36.0-__AS 0074 5435 1051 339 1 01x42 92 03 533.0 06.0 08.0
0086-36.0-__AS 0086 9496 3002 1531 1 61x72 23 53 533.0 06.0 08.0
0028-36.0-__AS 0028 7509 7822 8161 1 71x82 23 04 533.0 06.0 08.0

22-0.1-__AS

0.1

22 32 95 11 1 8x21 71 02 054.0 06.0 08.0
33-0.1-__AS 33 53 37 71 1 8x21 71 02 054.0 06.0 08.0
74-0.1-__AS 74 94 88 32 1 9x31 71 52 054.0 06.0 08.0
86-0.1-__AS 86 37 701 43 1 9x31 71 52 054.0 06.0 08.0

001-0.1-__AS 001 201 011 15 1 9x61 22 52 054.0 06.0 08.0
051-0.1-__AS 051 151 431 47 1 9x61 22 52 054.0 06.0 08.0
022-0.1-__AS 022 032 561 011 1 9x61 22 52 054.0 06.0 08.0
033-0.1-__AS 033 263 702 761 1 01x81 22 52 054.0 06.0 08.0
074-0.1-__AS 074 274 252 632 1 9x22 92 52 054.0 06.0 08.0
086-0.1-__AS 086 896 703 243 1 01x42 92 52 054.0 06.0 08.0

0001-0.1-__AS 0001 1301 373 005 1 01x42 92 03 054.0 06.0 08.0
0051-0.1-__AS 0051 1461 074 647 1 01x42 92 03 054.0 06.0 08.0
0022-0.1-__AS 0022 9852 195 0011 1 11x52 92 03 054.0 06.0 08.0
0033-0.1-__AS 0033 9533 887 6461 1 71x82 23 04 054.0 06.0 08.0
0074-0.1-__AS 0074 8694 859 0632 1 71x82 23 04 054.0 06.0 08.0
0086-0.1-__AS 0086 0008 5121 0043 1 81x92 23 04 054.0 06.0 08.0

Features
• High Current/Inductance ratings in compact toroidal package
• Very high efficiency. Gapped core structure allows up to 50%
    reduction in winding loss compared to powder core types
• Typically less than half the volume
• Operating Frequency up to 100kHz
• Fully encapsulated styles available meeting class GFK
    (-40°C to +125°C, humidity class F) as per DIN 40040
• Manufactured in ISO 9001:2015 and

ISO 14001:2015 certified Talema facility
• Fully RoHS & REACH Compliant

Electrical Specifications @25°C
Test frequency: Inductance measured @10KHz / 100mV
Test voltage between windings: 500Vrms
Operating temperature: -40°C to +125°C
Climatic category: IEC68-1  40/125/56

Talema's engineering staff can assist in the design of other inductance values and sizes.



Electrical Specifications @25°C

When Ordering, use suffix “O”, ‘F” or “V” to designate desired package style.
Example: SAO for Open, SAV for Vertical and SAF for Flat Mount
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F V O F V
22-6.1-__AS

6.1

22 32 83 72 1 8x31 71 02 065.0 065.0 008.0
33-6.1-__AS 33 72 94 24 1 9x41 71 52 065.0 065.0 008.0
74-6.1-__AS 74 55 06 95 1 9x41 71 52 065.0 065.0 008.0
86-6.1-__AS 86 76 75 48 1 9x71 22 52 065.0 065.0 008.0

001-6.1-__AS 001 701 37 031 1 9x71 22 52 065.0 065.0 008.0
051-6.1-__AS 051 961 19 591 1 9x71 22 52 065.0 065.0 008.0
022-6.1-__AS 022 862 511 872 1 11x81 22 52 065.0 065.0 008.0
033-6.1-__AS 033 343 931 624 1 9x32 92 52 065.0 065.0 008.0
074-6.1-__AS 074 615 071 806 1 9x32 92 52 065.0 065.0 008.0
086-6.1-__AS 086 567 702 278 1 11x42 92 03 065.0 065.0 008.0

0001-6.1-__AS 0001 0031 561 2721 1 61x72 23 53 065.0 065.0 008.0
0051-6.1-__AS 0051 9451 543 3291 1 61x72 23 53 065.0 065.0 008.0

0022-6.1-__AS 0022 2042 034 9292 1 71x82 23 04 065.0 065.0 008.0

0033-6.1-__AS 0033 8543 565 5024 1 71x33 24 04 065.0 065.0 008.0
0074-6.1-__AS 0074 8694 817 1406 1 61x34 94 54 065.0 065.0 008.0
0065-6.1-__AS 0065 6126 408 1617 1 81x54 94 -- 065.0 065.0 --

22-0.2-__AS

0.2

22 32 72 64 1 8x51 71 02 036.0 036.0 036.0
33-0.2-__AS 33 33 23 56 1 8x51 71 02 036.0 036.0 036.0
74-0.2-__AS 74 94 93 38 1 8x51 71 02 036.0 036.0 036.0
86-0.2-__AS 86 57 84 731 1 8x51 71 02 036.0 036.0 036.0

001-0.2-__AS 001 211 95 002 1 9x61 22 02 036.0 036.0 036.0
051-0.2-__AS 051 591 67 203 1 9x61 22 02 036.0 036.0 036.0
022-0.2-__AS 022 432 19 644 1 01x32 92 03 036.0 036.0 036.0
033-0.2-__AS 033 263 311 856 1 11x52 92 03 036.0 036.0 036.0
074-0.2-__AS 074 155 931 749 1 11x52 92 03 036.0 036.0 036.0
086-0.2-__AS 086 107 481 4731 1 61x72 23 53 036.0 036.0 036.0

0001-0.2-__AS 0001 0601 622 4102 1 81x92 23 04 036.0 036.0 036.0
0051-0.2-__AS 0051 3961 582 3103 1 71x92 23 04 036.0 036.0 036.0
0022-0.2-__AS 0022 0052 973 1044 1 91x53 94 54 036.0 036.0 036.0
0033-0.2-__AS 0033 4953 384 2166 1 91x64 94 -- 036.0 036.0 --
0093-0.2-__AS 0093 7654 445 5587 1 91x64 94 -- 036.0 036.0 --

22-5.2-__AS

5.2

22 32 32 07 1 8x61 22 02 076.0 076.0 076.0
33-5.2-__AS 33 33 82 101 1 8x61 22 02 076.0 076.0 076.0
74-5.2-__AS 74 25 53 051 1 01x81 22 52 076.0 076.0 076.0
86-5.2-__AS 86 57 24 902 1 01x81 22 52 076.0 076.0 076.0

001-5.2-__AS 001 321 35 703 1 01x81 22 52 076.0 076.0 076.0
051-5.2-__AS 051 951 56 674 1 01x32 23 03 076.0 076.0 076.0
022-5.2-__AS 022 242 08 886 1 01x32 23 03 076.0 076.0 076.0
033-5.2-__AS 033 183 001 3201 1 01x32 23 03 076.0 076.0 076.0
074-5.2-__AS 074 674 131 9541 1 61x72 23 53 076.0 076.0 076.0
086-5.2-__AS 086 027 161 8312 1 61x72 23 53 076.0 076.0 076.0

0001-5.2-__AS 0001 7011 002 4113 1 81x92 23 04 076.0 076.0 076.0
0051-5.2-__AS 0051 6871 872 3474 1 81x43 24 04 076.0 076.0 076.0
0022-5.2-__AS 0022 1442 543 7686 1 61x34 94 -- 076.0 076.0 --
0072-5.2-__AS 0072 5923 104 4448 1 61x34 94 -- 076.0 076.0 --

22-51.3-__AS

51.3

22 32 91 701 1 8x61 22 02 057.0 057.0 057.0
33-51.3-__AS 33 63 42 461 1 01x81 22 52 057.0 057.0 057.0
74-51.3-__AS 74 65 92 832 1 01x81 22 52 057.0 057.0 057.0
86-51.3-__AS 86 17 53 643 1 8x22 92 52 057.0 057.0 057.0

001-51.3-__AS 001 301 24 884 1 01x42 92 03 057.0 057.0 057.0
051-51.3-__AS 051 561 45 637 1 01x42 92 03 057.0 057.0 057.0
022-51.3-__AS 022 662 86 7011 1 01x42 92 03 057.0 057.0 057.0
033-51.3-__AS 033 333 98 9161 1 71x82 23 04 057.0 057.0 057.0
074-51.3-__AS 074 294 801 9132 1 71x82 23 04 057.0 057.0 057.0
086-51.3-__AS 086 997 831 9633 1 71x82 23 04 057.0 057.0 057.0

0001-51.3-__AS 0001 5621 091 0205 1 91x53 24 04 057.0 057.0 057.0
0051-51.3-__AS 0051 6561 132 3937 1 71x44 94 -- 057.0 057.0 --
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Notes:
1) The µJoule rating (½LI²) is the ability of the inductor to store energy.
2) Schematic: 1 = One Winding;  2P = Two Windings, Parallel Connection.
3) Inductance measured @10KHz / 0.10Vrms without DC Current, @10KHz / 0.25Vrms with DC Current.
4) On larger units and units wound with finer wire additional mechanical mounting is recommended. See next page for Mounting Options.

Electrical Specifications @25°C
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F V O F V
22-0.4-__AS

0.4

22 32 51 561 1 8X61 22 02 058.0 058.0 058.0
33-0.4-__AS 33 93 91 062 1 11x81 22 52 058.0 058.0 058.0
74-0.4-__AS 74 84 22 573 1 9x22 92 52 058.0 058.0 058.0
86-0.4-__AS 86 57 82 655 1 11x42 92 03 058.0 058.0 058.0

001-0.4-__AS 001 311 53 218 1 11x42 92 03 058.0 058.0 058.0
051-0.4-__AS 051 751 84 2421 1 51x62 23 53 058.0 058.0 058.0
022-0.4-__AS 022 622 75 2571 1 71x82 23 04 058.0 058.0 058.0
033-0.4-__AS 033 063 27 6462 1 71x82 23 04 058.0 058.0 058.0
004-0.4-__AS 004 674 38 9323 1 71x82 23 04 058.0 058.0 058.0
074-0.4-__AS 074 805 49 8373 1 71x33 24 04 058.0 058.0 058.0
086-0.4-__AS 086 307 711 5155 1 71x44 94 -- 058.0 058.0 --

0001-0.4-__AS 0001 1911 351 6008 1 71x44 94 -- 058.0 058.0 --
22-0.5-__AS

0.5

22 82 31 182 1 11x91 22 52 059.0 059.0 059.0
33-0.5-__AS 33 53 51 034 1 9x22 92 52 059.0 059.0 059.0
74-0.5-__AS 74 15 91 695 1 9x22 92 52 059.0 059.0 059.0
86-0.5-__AS 86 57 32 138 1 11x52 92 03 059.0 059.0 059.0

001-0.5-__AS 001 001 13 2421 1 51x62 23 53 059.0 059.0 059.0
051-0.5-__AS 051 751 83 2881 1 51x62 23 53 059.0 059.0 059.0
022-0.5-__AS 022 732 74 2272 1 81x92 23 04 059.0 059.0 059.0
033-0.5-__AS 033 263 36 8604 1 81x43 24 04 059.0 059.0 059.0
074-0.5-__AS 074 294 87 5595 1 51x24 94 54 059.0 059.0 059.0
036-0.5-__AS 036 307 49 4197 1 81x54 94 -- 059.0 059.0 --
086-0.5-__AS 086 548 301 4558 1 81x54 94 -- 059.0 059.0 --

22-3.6-__AS

3.6

22 42 9 054 1 9x32 92 52 021.1 021.1 021.1
33-3.6-__AS 33 53 11 536 1 9x32 92 52 021.1 021.1 021.1
74-3.6-__AS 74 55 41 959 1 21x62 92 03 021.1 021.1 021.1
86-3.6-__AS 86 86 81 7131 1 61x72 23 53 021.1 021.1 021.1

001-3.6-__AS 001 801 32 1502 1 61x72 23 53 021.1 021.1 021.1
051-3.6-__AS 051 661 82 3692 1 91x03 23 04 021.1 021.1 021.1
022-3.6-__AS 022 152 83 5344 1 91x53 24 04 021.1 021.1 021.1
033-3.6-__AS 033 753 84 7856 1 61x34 94 54 021.1 021.1 021.1
093-3.6-__AS 093 954 55 2487 1 91x64 94 -- 021.1 021.1 --

22-0.8-__AS

0.8

22 42 7 596 1 01x32 92 03 052.1 052.1 052.1
33-0.8-__AS 33 83 9 7301 1 31x62 92 03 052.1 052.1 052.1
74-0.8-__AS 74 74 21 4341 1 61x72 23 53 052.1 052.1 052.1
86-0.8-__AS 86 47 51 1422 1 61x72 23 53 052.1 052.1 052.1

001-0.8-__AS 001 321 02 8813 1 91x03 23 04 052.1 052.1 052.1
051-0.8-__AS 051 971 62 8964 1 91x53 24 04 052.1 052.1 052.1
022-0.8-__AS 022 442 23 7017 1 61x34 94 54 052.1 052.1 052.1
072-0.8-__AS 072 033 73 4558 1 91x64 94 -- 052.1 052.1 --

22-01-__AS

01

22 22 7 0601 1 61x72 23 04 023.1 023.1 023.1
33-01-__AS 33 33 9 9851 1 61x72 23 04 023.1 023.1 023.1
74-01-__AS 74 15 11 6042 1 61x72 23 04 023.1 023.1 023.1
86-01-__AS 86 08 41 0823 1 61x72 23 04 023.1 023.1 023.1

001-01-__AS 001 721 91 9705 1 81x43 24 04 023.1 023.1 023.1
051-01-__AS 051 171 42 2447 1 61x34 94 -- 023.1 023.1 --
081-01-__AS 081 332 72 6788 1 61x34 94 -- 023.1 023.1 --

22-61-__AS

61

22 92 5 6892 P2 91x03 23 04 081.1 081.1 081.1
33-61-__AS 33 63 6 8214 P2 91x53 24 04 081.1 081.1 081.1
74-61-__AS 74 07 01 0517 P2 61x34 94 54 081.1 081.1 081.1
86-61-__AS 86 38 01 4558 P2 61x34 94 54 081.1 081.1 081.1
01-02-__AS

02

01 01 3 1102 P2 61x72 23 04 023.1 023.1 023.1
22-02-__AS 22 42 4 8724 P2 61x23 24 04 023.1 023.1 023.1
33-02-__AS 33 83 6 7686 P2 61x34 94 -- 023.1 023.1 --
74-02-__AS 74 35 7 6798 P2 61x34 94 -- 023.1 023.1 --
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Size 17

Mounting Styles    •    SA Series    •    High Power Density Compact Chokes for SMPS

Mounting Style "F"

Size 32

Size 29

Size 22

Size 42

Size 49

32

Tolerance oniPin Length: ± 0.30mm
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Schematics
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Mounting Style "V"

Mounting Style "O"- Open Mount

X

Y

4.5Z

2
 Dimensions  X  x   Y   x   Z

25.0 x 12.5 x 26.7

20.0 x 10.0 x 21.7
Schematics
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Administrative Office
Talema Electronic India Private Limited
Door No. 221, 1st and 2nd Floor
KJ Plaza, Opp.to Vidya Mandir School
Meyanoor Main Road
Salem - 636 004 Tamil Nadu INDIA
Tel: +91 427 - 243 3100
Fax: +91 427 - 243 3109
E-Mail: talema@talemaindia.net
Web: www.talema.com

Talema Group, LLC
PO  Box  935
900 Innovation Drive
Suite 120, Rolla
Missouri 65402
Tel: +1 573-303-3675
E-Mail:
sales@talemagroup.com
Web: www.talema.com

Talema Group Regional Offices

Czech Republic
(Design, Manufacturing, Sales & Marketing)

NT Magnetics s.r.o.
Chebská 27
322 00 Plzeñ
Tel: +420 377 - 338 351
Fax: +420 377 - 338 350
E-Mail: talema@talema.cz
Web: www.ntmagnetics.cz

Germany
(Design, Sales & Marketing)

Talema Elektronik GmbH
Sembdnerstr. 5
82110 Germering
Tel: +49 89 - 841 00 - 0
Fax: +49 89 - 841 00 25
E-Mail: info@talema.de
Web: www.talema.com

Ireland
(Design, Sales & Marketing)

Nuvotem TEO
Units W & X, Gweedore Business Park
Derrybeg, Letterkenny, Co. Donegal
Tel: +353 (0) 74 95 48666
Fax: +353 (0) 74 95 48139
E-Mail: info@nuvotem.com
Web: www.nuvotem.com

Europe

Asia
                            India
(Design, Manufacturing, Sales & Marketing)

Factory Premises
Talema Electronic India Private Limited
Plot Nos. 30, 31 Electrical and Electronic
Industrial Estate
Suramangalam
Salem - 636 005 Tamil Nadu INDIA
Tel: +91 427 - 243 3000
E-Mail: talema@talemaindia.net
Web: www.talema.com

North America
United States
(Sales & Marketing)

Locations of Talema Group Regional Offices


